	Equipment Owner or Responsible Person
	Equipment Type/Make/Model/Shape
	Call Sign/Equipment ID
	Registration Number

	
	
	
	

	Company the inspection is conducted for
	Inspected by (print)
	Inspection Company

	
	
	

	Declaration Submitted
	Towing Capacity
	Meter Reading
	First Inspection
	Annual Inspection

	       Yes              No
	
	
	Random Inspection
	Re-Inspection
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	Pass
	Fail
	N/A

	Site Specific

	Label with plant identification.
	
	
	

	Flashing or rotating light installed. 
	
	
	

	Dual pole lockable battery isolator on the positive terminal.
	
	
	

	Jump Start Receptacle.
	
	
	

	Fire extinguisher installed and fully charged with inspection tag in date.
	
	
	

	Documentation

	Inspection reports available.
	
	
	

	Operational and maintenance risk assessment must be conducted and provided by the equipment owner to identify operational and maintenance risks associated with that equipment, prior to its introduction to Dawson.
	
	
	

	Owner must provide a written statement on the modifications performed on the plant, showing that there is no detriment to safety. 
	
	
	

	OEM manual provided.
	
	
	

	Prestart inspection log book provided.
	
	
	

	Protection

	The minimum degree of protection against access to live parts shall be IP2X.
	
	
	

	All electrical conductors terminated correctly, secured and effective as per AS3000.
	
	
	

	Lockable isolation of electrical energy when inspection, repair or maintenance is being carried out.
	
	
	

	Electrical

	Cabling and cable harnesses provided with mechanical protection.
Cables not in direct contact to any hot surfaces, fuel lines, brake lines, pneumatic lines or hydraulic lines.
wiring enclosed within cabinets and junction boxes
	
	
	

	All cables to be arranged to avoid short circuit/arcing.
	
	
	

	All connections shall be made so that they cannot loosen or overheat under normal conditions of service. Connections must be suitably protected at point of termination.
	
	
	

	Labels

	Warning signs attached adjacent to all crush and pinch points. Articulation areas to be clearly labelled “Crush Zones”.
	
	
	

	Any automatic/self-starting equipment or equipment started remotely shall be identified and made aware of.
	
	
	

	Where a hazard could exist from the misinterpretation of a symbol, the meaning of the symbol shall be clarified in writing.
	
	
	

	All pressure vessels must be labelled. 
Accumulator Relief: a warning at all accumulators that pressure must be safely released before system work commences.
Pressure Relief: a warning at all Pressure reliefs that pressure must be safely released before system work commences.
	
	
	

	All labels made out of durable material.
	
	
	

	Fire extinguisher label to be fitted adjacent to fire extinguisher locations.
	
	
	

	Isolation point label.
	
	
	

	All controls must be clearly labelled in English or international symbols, including direction of movement, function and mode of operation.
	
	
	

	Lighting

	All equipment must be provided with adequate reflectors and/or reflective tape to make it visible from any direction.
	
	
	

	Segregation of ELV and LV

	The LV cables are double insulated.
	
	
	

	All cable or each conductor of a multi-core cable is insulated to the highest voltage.
	
	
	

	The LV cables are physically separated from the ELV cables by suitable continuous barriers.
	
	
	

	Compressor/pumps

	E-stop installed.
	
	
	

	Pressure vessels inspected.
	
	
	

	Circuit breakers aren’t the automatic reset type.
	
	
	

	Indication of malfunction.
	
	
	

	General

	Electrical enclosures and panels must be locked or require a tool to gain access to live conductors.  	
	
	
	
	

	Bushings on any cable that passes through a metallic structure.
	
	
	

	All Earth cable to be green and yellow.
	
	
	

	Relevant Circuit Diagram.
	
	
	

	Confirm any electrical leads have test-tag in date (elec licence # must be legible).
	
	
	



















	Result of Inspection
	Pass:
	       Yes               No
	Follow up inspection required:
	          Yes                              No

	(Only issue sticker if both Elect & Mech inspections are done)
	Mechanical inspection completed
	     Yes        No        N/A
	Sticker Issued (circle)
	     Green          Orange

	
	Sticker number:
	
	Expiry date      
	

	Comments or details of repairs needed
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